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EPDM schwarz, glatt, hitze- und dampfbeständig, elektrischer Widerstand  <10 ⁶ Ω • EPDM black, 
smooth, heat- and steam-resistant, Volume resistance  <10⁶ Ω

Decke • Cover EPDM schwarz, gewickelt, perforiert, elektrischer Widerstand > 10^6 Ohm • EPDM black, wrapped, 
perforated,  Volume resistance > 10^6 Ohm

Wasser: –  40 bis +  120  °C  Dampf: +  210  °C • Water: –  40 to +  120  °C  Steam:  +  210  °C

Markierung • Marking Steamflex/EN/ISO 6134:2017 - 2A DS 1 ultra Sattdampf / Saturated Steam WP 18 bar 210°C (peak 
230°C) Ohm  Made in EU  (roten Buchstab) • Steamflex/EN/ISO 6134:2017 - 2A DS 1 ultra Sattdampf / 
Saturated Steam WP 18 bar 210°C (peak 230°C) Ohm  Made in EU  ( in red letters)

Neue Generation hochflexibler Hochdruck Dampfschläuche für Heißwasser- und 
Sattdampfanwendungen, insbesondere in der chemischen und petrochemischen Industrie, aber auch in 
der Prozessindustrie, im Bau- und Schiffbau.
Der Schlauch hält kurzzeitigen Temperaturspitzen von +230°C stand, ist um 50 % flexibler als frühere 
Versionen, hat einen sehr kleinen Biegeradius und wird mit sehr hochwertigen, doppelt ge flochtenen, 
verzinkten Einlagen hergestellt, wodurch eine deutlich geringere Wahrscheinlichkeit auf rostige Einlagen 
besteht. Die hochwertige Gummimischung sorgt für ein begrenztes Aufquellen der Innenwand beim 
Einsatz mit heißem Wasser und reduziert die Gefahr des Popcorning. Durch die doppelt ge flochtenen 
Stahleinlagen ist der Schlauch extrem sicher im Gebrauch und die Gefahr des Platzens wird im 
Gegensatz zu mehreren anderen auf dem Markt erhältlichen Produkten mit gewickelter Einlage 
begrenzt. Lassen Sie nach Gebrauch Wasser oder Dampf ab und lassen Sie den Schlauch gründlich 
trocknen, dies verringert die Wahrscheinlichkeit des Popcorning erheblich.
Norm: EN/ISO 6134:2017 Typ 2/A

New generation of highly flexible high-pressure steam hose for hot water and saturated steam 
applications, in particular in the chemical and petrochemical industry, but also applicable in the process 
industry, construction and shipbuilding. Hose can withstand short-term temperature peaks of +230°C, 
flexibility is 50% better than previous versions, has a very small bending radius and is produced with very 
high quality double braided, galvanized, insertions, which creates a significant lower chance of rusty 
insertions. The high-quality rubber compound ensures limited swelling of the inner wall when used with 
hot water and reduces the risk of popcorning. Hose is provided with cross-braided steel insertions, which 
makes it extremely safe in usage and limits the risk of bursting, unlike several other products available 
on the market with a wrapped insertion. After usage, drain water or steam and let the hose dry 
thoroughly, this significantly reduces the chance of pop-corning.
Norm: EN/ISO 6134:2017 Typ 2/A

Einlagen • Reinforcement Doppelte Stahlgeflechteinlage • Two steel braids

STEAMFLEX/EN/ISO • STEAMFLEX/EN/ISO

Temperatur • Temperature

Seele • Tube
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mm mm mm g/m mm bar bar bar m

13 25 6 550 65 18 180 - 40

19 33 7 850 90 18 180 - 40

25 40 7,5 1100 145 18 180 - 40

32 48 8 1550 200 18 180 - 40

38 54 8 1800 240 18 180 - 40

51 69 9 2650 340 18 180 - 40

Technische Daten gemessen bei 20°C / Die Angaben dieses Datenblattes sind das Ergebnis langjähriger Erfahrungen. Die Angaben stellen keine 
Eigenschaftszusicherung dar und befreien nicht von der eigenen Prüfung der von uns gelieferten Produkte auf deren Eignung für den vorgesehenen Einsatzfall. Sie 
haben somit nicht die Bedeutung, bestimmte Eigenschaften der Produkte oder deren Eignung für einen konkreten Einsatzzweck rechtlich verbindlich zuzusichern.

Technical data measured with 20°C / The technical data of this data sheet are the result of experiences of many years. The data represent no characteristics 
warranties and do not release from the own examination the products on their suitability for intended case of application, supplied by us. They do not have thus the 
meaning to assure certain characteristics of the products or their suitability obligatorily on a concrete targeted application legally.
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